
Woven fence mesh system
Woven fence fences are a proven and cost-effective way to secure 
investment sites, including photovoltaic parks. Thanks to carefully 
selected components, they ensure durability, easy installation, and 
adaptability to various terrain conditions.

Braided mesh: 

  Height: 0,5 m - 4 m
  Coating: galvanised galvanised and PVC coated
  Colours: RAL 7016 | RAL 9005 | RAL 8017 | RAL 6005
  Wire thickness: 2,5 mm - 4,0 mm
  Eyelets: 40×40 mm - 65×65 mm
  Suitable for solutions with electronic fence alarms
  Can be reinforced with barbed wire available in our range

Posts: 

  Galvanised and coated with Magnelis®

  Ø 42,4 mm, 48,3 mm and 60,3 mm
  Wall thickness range: 1,2 / 1,5 / 2,0 / 2,3 / 2,6 / 2,8-3,0 mm
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Advantages of woven fence mesh system:

  Cost-effective solution for large-scale applications
  Adaptable to irregular terrain
  Quick installation and removal
  Variants with additional protection (barbed wire)
  Corrosion resistance and weather durability
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Panel fence system  
Panel fencing is a solution that combines durability and aesthetics 
with ease of installation. It is ideal for securing photovoltaic parks, 
industrial areas, and sites requiring robust protection. Thanks to its 
rigid construction, it provides resistance to mechanical damage and 
weathering.

Advantages of panel fence system:
  Cost-effective solution for large-scale applications
  Adaptable to irregular terrain
  Quick installation and removal
  Variants with additional protection (barbed wire)
  Corrosion resistance and weather durability

Professional fence systems for PV  
and BESS projects

Safety and durability for years to come!

We specialise in the production and distribution of fencing for photovoltaic 
parks, offering comprehensive solutions that ensure the safety and durability 
of the installation.

We carry out individual orders for gates and wickets, including special 
passages for animals, fully adapting their dimensions and type of closure to 
the needs and specifics of each project.
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Fence panel: 

  2D (flat) and 3D (embossed)
  Panels height: 1030 - 2430 mm
  Coating: galvanised galvanised + RAL colours:  

    RAL 7016 | RAL 9005 | RAL 8017 | RAL 6005
  Wire thickness: 4,0 mm or 5,0 mm
  Eyelets: main 50×200 mm or 55x200 mm, in embossing 50x50 mm
  Suitable for solutions with electronic fence alarms
  Can be reinforced with barbed wire available in our range

Posts: 

  Galvanised and coated with Magnelis®

  Height: 2.0 m, 2.2 m and 2.3 m
  Profile: 60×40 mm
  Wall thickness range: 1,2 / 1,5 / 2,0 / 2,5 / 2,8-3,0 mm

Fence System Elements

+48 509 197 549
+48 501 196 519
+48 514 196 233 
pvsystems@budmat.com
pvsystems.budmat.com
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